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DO NOT SCALE IF IN DOUBT, A
IF IN DOUBT, ASK 1.) WILLIAMS AMBASSADOR MONITOR C/W NOZZLE WITH JET/FOG CAPABILITES.
A (2% f ~  MAX WORKING PRESSURE: 150 PSI [10.34BAR]
TRANSMITTER FACE = —  RATED FLOW: 5000 GPM [22713 LPM]
@/\K/ ~  ROTATION: 360"
(T ) i ~  INCLINATION: +80°
3 w2 %, ;mq\@ / - DEPRESSION: —70°
N = ; ~  MAX THROW: REFER TO DATA SHEET
® @ 2.) 1/4 in DIA BY=PASS VALVE SS. 316
B SPRAY MON1 MoONz FUTURE FUTHURE 3.) HYDRAULIC HOSES 3/8” 150 BAR WORKING PRESSURE STAINLESS STEEL
OPEN (0) @/ BRAIDED, TO DRIVE THE HYDRAULIC MOTORS and NOZZLE ACTUATOR
o w cLosE @ 4) 3/8" $S316 CONNECTORS TO CONNECT THE TUBINGS
S 4 5.) CUSTOMER SUPPLIED 316Gr STAINLESS STEEL TUBING 3/8” DIA.
B DYSWILLANS Aﬁ _ _ m m _ 6.) STAINLESS STEEL SS 316 HYDRAULIC PUMP ENCLOSURE
BY CUSTOMER Rﬂ i i o 9 7.) 3/8" TUBING CONNECTORS MOUNTED ON PANEL
c z © 8.) SPEED CONTROL VALVE
™ 9.) HYDRAULIC DIRECTIONAL VALVES ACTUATED WITH 220VAC 9W
/ \ L ) SOLENOIDS EX—PROOF RATED Il 2G Ex db IIC T6,T4
10.) HYDRAULIC SYSTEM RELIEF VALVE
7 > K.) SELECTOR SWITCH TO SELECT WHICH MONITOR 11.) PRESSURE GAUGE
Shit e WILL BE OPERATED. 12.) ELECTRIC MOTOR TO DRIVE THE HYDRAULIC PUMP
! 4 L) ACTIVATES THE NOZZLE FROM JET TO SPRAY M_ POWER: 3/4 HP 7 FULL LOAD AMPS
D AND VICE VERSA ON THE SELECTED MONITOR. @—__| VOLTAGE: 240VAC/1PH /SOHZ
EX RATED MOTOR DIVISION 1 CLASS 1 GP D; CL2 GP F,G,
M.) OPEN / CLOSE THE DELUGE VALVES MONITOR CONTROL PANEL FACE 13.) HYDRAULIC PUMP:
N.) JOY STICK FLOW RATE: 0.625 GPM [2.36 LPM]
[CAMP TEST] [SYS.TROUBLE] [POWER ON] )
0.) EMERGENCY STOP AND ON/OFF LOCK. ) zkommwo PRESSURE: 125 BAR [1812 PSl]
¥ @ @ @ 15.) OIL LEVEL GAUGE & TEMPERATURE INDICATOR
E & @) () (8) 16.) 3 GALLON HYDRAULIC OIL TANK
ul I 1&g 17.) METALIC GLANDS WITH SHROUD (BOTH ITEMS TO BE SUPPLIED BY INSTALLER)
sl N - L] Ry — 18.) DELUGE VALVE CABINET WITH ISOLATION AGAINST FROST COMPLETE WITH
X < 2 EX—PROOF Ex db IIC T4 Gb RATED ELECTRIC HEATER AND JUNCTION BOX.
= |8 [Crockmse] @ DELUGE VALVE TO BE SUPPLIED BY OTHERS
g o &) 19.) SINGLE MONITOR CONTROL CONSOLE
£ ®) MANUFACTURED FROM STAINLESS STEEL TO IP65.
F (Do ] SAFE AREA.
DIMENTIONS: TO BE ADVISED.
_cmEom <P<m_ _UmEOm <>ﬁ<m__UmEﬁM VALVE COMPRISING OF
OPEN CLOSE-OPEN HEATRR ON MAIN ISOLATOR
. @ CONTROL CONSOLE POWER SWITCH WITH LOCKING KEY
D SYSTEM ON LAMP
. ® SYSTEM TROUBLE LAMP
LAMP TEST BUTTON
O JOY STICK
JET / SPRAY SWITCH
BY CUSTOMER
T 4 DELUGE VALVE OPEN / CLOSE SWITCH
.ﬁ BY DYS-WILLIAMS DELUGE VALVE ENERGISED LAMP
. BY CUSTOMER DELUGE VALVE HEATER ENERGISED LAMP
. @//r 6 of 3x2.5mm? CABLE — 220 VAC 9W MAIN ISOLATION SWITCH
{ 20.) RIBBON CABLE WITH ITS OWN SOCKET INSTALLED BETWEEN
RECEIVER BOX AND JUNCTION BOX. LENGTH MAX 3 MT.
21.) RECEIVER DIMENTIONS: T.B.A. (TYPICAL 300mm x 300mm x 200mm)
@ 22.) ANTENNA CABLE WITH ITS OWN SOCKET INSTALLED BETWEEN
— RECEIVER BOX AND ANTENNA.  LENGTH MAX 10 MT.
4x2.5mm? CABLE 23.) ANTENNA
I @/ 380VAC 3Ph 50Hz
— i (OPTIONAL) 24.) TRANSMITTER EX-PROOF Il 2G Ex IB IIC T4 Gb ZONE 1/2
@ $x2.5mmr” CABLE 240VAC/50Hz/TPH 7 AMPS (220VAC 1Ph 50Hz) 25.) BUTTERFLY VALVE 10" — SUPPLIED BY OTHERS
, 26.) BALL VALVE 1.5" FOR TOWER COOLING —SUPPLIED BY OTHERS
5 3x2.5mm* CABLE 220VAC
...................................................................... 27.) BALL VALVE 1.5" FOR RISER DRAINAGE - SUPPLIED BY OTHERS
................. 3x25 mmt 200 Wath, 1.5A per Girouit 230vAC., T TTTTTTTTII
J
e/ Jou A.) SYSTEM POWER SWITCH. (LOCKABLE IF CUSTOMER PREFERS) C [18/04/24 | 0K | JN. | 1SSUED FOR APPROVAL
L - ONCE SWITCHED ON, POWERS THE WHOLE SYSTEM. B [28/02/24] 0K | JN. _|ISSUED FOR APPROVAL
BY DYS—WILLIAMS AW B.) SYSTEM ON LAMP. LIGHTS WHEN SYSTEM IS POWERED. A _[16/02/24| OK. JN.  [ISSUED FOR APPROVAL
oY CUSTONER Rﬂ _ _| C.) TROUBLE LAMP. SWITCHES ON IF ANY OF THE FUSES BLOW. RV TRRE | Taee | KQNTRO- Aioaincations
e D.) LAMP TEST BUTTON _
HIDRANT_HATTINDAN E.) JOY STICK TO MOVE THE MONITOR UP / DOWN, CLOCKWISE / DOGAN YANGIN =3 WILLIAMS
) - <= ANTI CLOCKWISE ROTATION. Parsembepazan Cag. No7 Kooy - tsTavauL. | WP FIRE, & HAZARD CONTROL, INC.
F.) JET / SPRAY SWITCH. ACTUATES THE HYDRAULIC CYLINDERS ON Tol 0212 249 4522 Fax: 0212 245 5267
THE NOZZLES. THE O POSITION IS TO STOP THE SPRAY P WILLIAMS AMBASSADOR
PATTERN IN DESIRED ANGLE. ELECTRO-HYDRAULIC REMOTE CONTROL MONITOR
( _ G.) DELUGE VALVE OPEN / CLOSE SWITCH CONTROL SYSTEM P&ID. (for STAR REFINERY)
IAV DELUGE VALVE ENERGISED LAMP ADI / Name iMZA / Signature TARIH / Date
) DELUGE VALVE HEATER ENERGISED LAMP GIZEN Drawn by Ersoy SEN 6/02/24
L J.) MAIN ISOLATION SWITCH KONTROL / Checked by Jozef NASSI 16/02/24
ONAY / Approved by
OLCEK/ Scale W__Mﬂum,uu_ﬂm_m_/_% 302952-PID-002 REV. 0 mﬁﬂn
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